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2 berlin toupe honed 12”x24” 

WIS13100 
sahara sand honed 12”x24” 
in stock

WIS13101 
berlin toupe honed 12”x24” 
in stock

WIS13102 
miami white honed 12”x24”
in stock

floor / wall tiles

sahara sand honed porcelain tiles  -  sahara sand R11 textured porcelain tiles
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4 new york light gray honed 12”x24” 

WIS13097 
new york light gray honed 12”x24” 
in stock

WIS13098 
london black honed 12”x24” 
in stock

WIS13099 
stockholm greige honed 12”x24”
in stock

floor / wall tiles

miami white honed porcelain tiles  - stockholm greige honed porcelain tiles 



7

at
la

s 
po

rc
el

ai
n 

co
lle

ct
io

n

at
la

s 
po

rc
el

ai
n 

co
lle

ct
io

n

6

WIS13106
sahara sand R11 textured 12”x24” 
in stock

WIS13107 
berlin toupe R11 textured 12”x24” 
in stock

WIS13108 
miami white R11 textured 12”x24”
in stock

floor / wall tiles

miami white honed porcelain tiles  - miami white honed porcelain tiles

sahara sand honed porcelain tile 12”x24” - new york light gray honed porcelain tile 12”x24” 
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WIS13103
new york light gray R11 textured 12”x24” 
in stock

WIS13104
london black R11 textured 12”x24” 
in stock

WIS13105
stockholm greige R11 textured 12”x24”
in stock

floor / wall tiles

london black honed porcelain tiles 12”x24” 

miami white honed porcelain tiles - stockholm greige honed porcelain tiles



new york light gray honed 12”x24” 
miami white honed porcelain tiles 12”x24” 
stockholm greige honed porcelain tiles 12”x24” 

Physical - Visual Properties ASTM Test Industry Standard Results

Water Absorption C373 Impervious < 0.5% ≤ 0.1%

Thickness Dimension C499 Range ± 0.04 Inc. Max. ≤± 0.04 Inc.

Facial Dimension C499 ± 0.25% ≤± 0.25%

Warpage Average Diagonal C485 ± 0.40% ≤± 0.40%

Warpage Average Edge C485 ± 0.40% ≤± 0.40%

Wedging C502 ± 0.25% ≤± 0.25%

Bond Strength C482 ≥ 50 psi ≥ 200 psi

Breaking Strength C648 ≥ 250 lbf ≥ 400 lbf

Hardness (MOHS) Scratch Test (No regulated) Range 0 - 10 ≥ 7

Visible Abrasion 
Resistance for Glaze tiles

C1027
No Requirement, 

Range 0 - 5
Class 4

Frost Resistance C1026
No sample must show 
alterations to surface

No evidence of damage

Chemical Resistance C650
No Requirement, 

Range E - A
Class A

Stain Resistance C1378
No Requirement, 

Range E - A
Class A*

DCOF - HONED BOT 3000 ≥ 0.42* ≥ 0.50

DCOF - TEXTURED BOT 3000 ≥ 0.42* ≥ 0.65

Aesthetic Classification
Visual Evaluation 
Shade & Texture

No Requirement, 
Range V0 - V4

V2

technical information

*All values given for Matte or Honed material, etc. 

london black honed 12”x24” 11
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V1 = UNIFORM APPEARANCE: 
Differences among pieces from the 
same production run are minimal.
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