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floor/wall tiles

WLE00008 
bianco statuario lux rectified 
24”x24”
in stock

WLE00016 
bianco statuario 
lux rectified 12”x24”
in stock

WLE00136 
bianco statuario velvet rectified 
12”x24”
in stock

WLE00035 
bianco statuario 
lux rectified bullnose 4”x24”
in stock

WLE00031 
bianco statuario 
velvet bullnose 4”x24”
in stock

WLE00041 
bianco statuario 
lux 1”x1” mosaic
12”x12”
1.00 sqft/pcs
in stock

WLE00129 
calacatta shine 
lux rectified 24”x24”
in stock

WLE00128 
calacatta shine 
lux rectified 12”x24”
in stock

WLE00133 
calacatta shine velvet rectified 
12”x24”
in stock

WLE00131 
calacatta shine 
lux rectified bullnose 4”x24”
in stock

WLE00132 
calacatta shine 
velvet bullnose 4”x24”
in stock

WLE00127 
calacatta shine 
Lux 1”x1” mosaic
12”x12”
1.00 sqft/pcs
in stock

WLE00009 
crystal white lux rectified 
24”x24”
in stock

WLE00017 
crystal white
lux rectified 12”x24”
in stock

WLE00020 
crystal white
velvet rectified 12”x24”
in stock

WLE00036 
crystal white
lux rectified bullnose 4”x24”
in stock

WLE00032 
crystal white
velvet bullnose 4”x24”
in stock

WLE00042 
crystal white lux 
1”x1” mosaic
12”x12”
1.00 sqft/pcs
in stock

calacatta shine lux 12”x12”

Bullnose pieces are recommended to be used in dry areas. 
More sizes or finishes may be available through special order. Please contact your sales representative for more details. 
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WLE00920 
lasa aurora lux polished 12”x24” - in stock

WLE00922 
lasa aurora velvet matte 12”x24” - in stock

WLE00913 
lasa aurora
lux polished bullnose 4”x24”
in stock

WLE00914 
lasa aurora 
velvet matte bullnose 4”x24”
in stock

WLE00926 
lasa aurora
lux polished 1”x1” mosaic
12”x12”
1.00 sqft/pcs
in stock

WLE00120 
gray stone 
lux rectified 24”x24”
in stock

WLE00119 
gray stone  
lux rectified 12”x24”
in stock

WLE00124 
gray stone 
velvet rectified 12”x24”
in stock

WLE00122 
gray stone  
lux rectified bullnose 4”x24”
in stock

WLE00123 
gray stone   
velvet bullnose 4”x24”
in stock

WLE00118 
gray stone   
Lux 1”x1” mosaic
12”x12”
1.00 sqft/pcs
in stock

floor/wall tiles

grey stone lux rectified

Bullnose pieces are recommended to be used in dry areas. 
More sizes or finishes may be available through special order. Please contact your sales representative for more details. 
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6 crystal white lux rectified 24”x24” 7
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*Excluding hydrofluoric acid and its derivatives. 

**The width of grout joints must be established by the installation supervisor, unless grout widths are registered by national laying 
standards. The LUX finish is only recommended for residential and light commercial applications.

technical information

Technical Characteristics Test Method Required Values Average Value

Water Absorption ISO 10545-3
ASTM C373 ≤0.5% ≤0.5%

Frost Resistance ISO 10545-12
ASTM C1026

No Alteration
As Indicated By Manufacturer Resistant

Breaking Strength ISO 10545-4
ASTM C1505

≥ 1300 N/mm²
≥ 250 lbf

2500 N 10mm / 3000 N 11mm
600 lbf 10mm / 700 lbf 11mm

Modulus Of Rupture ISO 10545-4 ≥ 35 N/mm² 50 N/mm²

Resistance To Deep Abrasion ISO 10545-6
ASTM C1243 ≤ 175 mm³ 145 mm³

Linear Thermal Expansion ISO 10545-8
ASTM C372 No Provision α ≤ 7x10-6 °C-¹

α ≤ 4.4x10-6 °F-¹/α ≤ 8x10-6 °C-¹

Stain Resistance

ISO 10545-14 Class 3 min. 5 resistant velvet
≥ 3 lux

ASTM C1378 As Indicated By Manufacturer A resistant velvet
C lux

Chemical Resistance* ISO 10545-13
ASTM C650 As Indicated By Manufacturer LA - resistant

A resistant

Frost Resistance ISO 10545-12
ASTM  C1026 As Indicated By Manufacturer Resistant

ANSI A326.3 DCOF ≥ 0.42 DCOF ≥ 0.42 velvet

Fire Reaction EN 13823
EN 9239-1

CPR (UE) 305/2011, 2000/147/CE
UNI EN 13501-1

class A1 (wall)
class A1fl (floor)

Flame Spread ASTM No Provision class A

Thermal Conductivity EN 12524 -  = 1.3 W/m° K / 0.7 BTU/ft h° F

Recommended Minimum Joint** RETT-RECT (indoor) - 2mm

Shade Variation ANSI A137.1 As Indicated By Manufacturer Moderate Variation

V1 = UNIFORM APPEARANCE: 
Differences among pieces from the 
same production run are minimal.
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