
m e t r o  2 . 0
p o r c e l a i n  c o l l e c t i o n

( c o l o r  b o d y - d i g i t a l  t e c h n o l o g y )



pulpis grey 12”x24” polished rectified

WQA10059 

statuario 12”x24” polished rectified

in stock

WQA10064 

statuario 24”x48” polished rectified 

in stock

m
et

ro
 2

.0
 p

or
ce

la
in

 c
ol

le
ct

io
n 

(c
ol

or
 b

od
y-

di
gi

ta
l t

ec
hn

ol
og

y)

2

WQA10061 

pulpis grey 12”x24” polished rectified

in stock

WQA10062 

pulpis nero 12”x24”polished rectified

in stock

floor / wall tiles 

WQA10169

marginal white polished rectified 12”x24”

in stock

WQA10012 

marginal white polished rectified 24”x48” 

in stock

More sizes or finishes may be available through special order. Please contact your sales representative for more details. 
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V1 = UNIFORM APPEARANCE: 
Differences among pieces from the 
same production run are minimal.
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Property Standards
Tse En 14411 Annex-G 
Grup Bla (Eb ≤ % 0.5)

Test Method

Length & Width ±%0.2 ±%0.6
TE EN ISO 
10545/2

Thickness ±%5.0 ±%5.0
TE EN ISO 
10545/2

Side Straightness ±%0.2 ±%0.5
TE EN ISO 
10545/2

Rectangularity ±%0.2 ±%0.5
TE EN ISO 
10545/2

Center Curvature ±%0.2 ±%0.5
TE EN ISO 
10545/2

Edge Curvature ±%0.2 ±%0.5
TE EN ISO 
10545/2

Warpage ±%0.2 ±%0.5
TE EN ISO 
10545/2

Surface Quality Defective Defective
TE EN ISO 
10545/2

Water Absorption Max. %0.1 Max. %0.5
TE EN ISO 
10545/3

Modulus Of Rupture Min. 51 N/Mm² Min. 35 N/Mm²
TE EN ISO 
10545/4

Impact Resistance Resistant Resistant
TE EN ISO 
10545/5

Surface Abrasion Class Declared As Declared
TE EN ISO 
10545/7

Linear Thermal Expansion 
Coefficient

Max. 9x10�6k�¹ As Declared
TE EN ISO 
10545/8

Thermal Shock Resistant Resistant
TE EN ISO 
10545/9

Cracking Resistance Resistant Resistant
TE EN ISO 
10545/11

Frost Resistance Resistant Resistant
TE EN ISO 
10545/12

Resistance To Staining min. Class 3 min. Class 3
TE EN ISO 
10545/14

Resistance To Acids
min. Class 
GLB - GHB

min. Class 
GLB - GHB

TE EN ISO 
10545/13

Resistance To 
Household Chemical

min. Class GB min. Class GB
TE EN ISO 
10545/13

Name Variation Degree Pei Finish

Pulpis V3 - Polished

Statuario V2 - Polished

Basalt V3 3 Matte

Milo V3 4 Matte

Slate Stone V3 4 Matte

Blow V2 3 Matte

Marginal White V1
- Polished

3 Matte

Pearl V2 - Polished

technical information

statuario polished rectified
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